
Specifications
Parameter Range Accuracy Notes

Acceleration 0.1 m/s² ~ 300
m/s²

±1.5% ±2 digits (20
Hz–8 kHz)

±3% ±2 digits (8
kHz–12 kHz)

Piezoelectric sensor
measurement

Velocity 1 mm/s ~ 850
mm/s

±1.5% ±2 digits Frequency range: 20
Hz–1 kHz

Displacement 1 µm ~ 3300 µm ±1.5% ±2 digits Frequency range: 20
Hz–1 kHz

Frequency 30 Hz ~ 14 kHz ±1% ±2 digits Acceleration must be
> 3 m/s²

Temperature -10 ~ 60 °C (14 ~
140 °F)

±5% or ±1.5 °C
(whichever is

greater)

Integrated probe

Vibration
Acquisition

Piezoelectric ceramic accelerometer (shear type)

Storage
Capacity

8 MB (approx. 397,000 data points)

Power Supply 2000 mAh, 3.7 V lithium battery

Low Battery
Indicator

4-level indicator, auto shutdown when <3.3 V
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Quick Spec Highlights

Socket Polarity Check – Quickly detects reversed, missing,
or faulty wiring.
RCD Test Function – Simulates leakage to confirm proper
tripping.
NCV Detection – Audio/visual alarms for live conductor
identification.
LED Status Display – Real-time indication of line conditions
and voltages.
Safety & Portability – Dual alarms, lightweight design, AAA
battery powered.

Key Features

Data Sheet

Ordering Info

This device  is covered by a 2-year

warranty from the date of purchase,

ensuring reliability and long-term support.

The warranty applies to defects in

materials and workmanship under normal

use. It excludes consumables (fuses,

disposable batteries) and damage caused

by accident, misuse, modification,

contamination, or operation outside

specified conditions.

Warranty 

 info@MarMonix.coMarMonix.co

Voltage Range: 0.1 V – 250 V, 40 Hz – 1 kHz
RCD Test Current: >30 mA at 220 V ±20 V
Operating Temperature: 0 °C ~ 40 °C
Storage Temperature: −10 °C ~ 50 °C

Part Number : 7603191
GTIN: 6298043998260

The information contained in this datasheet is believed to be accurate and reliable at the time of publication.
However, MarMonix reserves the right to make changes to specifications, features, or design without prior notice.
Performance specifications apply under standard laboratory conditions and may vary in different environments.
This product is intended for professional use only. MarMonix shall not be liable for any incidental, consequential, or
special damages arising from the use of this product.

Disclaimer

https://www.marmonix.co/

